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(j) Vessels anchored in special anchor-
age areas. The following vessels shall
not be required to sound signals as pre-
scribed in paragraph (f) of this Rule
when anchored in a special anchorage
area designated by the Secretary:

(1) A vessel of less than 20 meters in
length; and

(2) A Dbarge, canal boat, scow, or
other nondescript craft.

§83.36 Signals to attract attention
(Rule 36).

If necessary to attract the attention
of another vessel, any vessel may make
light or sound signals that cannot be
mistaken for any signal authorized
elsewhere in these Rules, or may direct
the beam of her searchlight in the di-
rection of the danger, in such a way as
not to embarrass any vessel.

§83.37 Distress signals (Rule 37).

When a vessel is in distress and re-
quires assistance she shall use or ex-
hibit the signals described in Annex IV
to these Rules.

Subpart E—Exemptions

§83.38 Exemptions (Rule 38).

Any vessel or class of vessels, the
keel of which is laid or which is at a
corresponding stage of construction be-
fore December 24, 1980, provided that
she complies with the requirements
of—

(a) The Act of June 7, 1897, (30 Stat.
96), as amended (33 U.S.C. 154-232) for
vessels navigating the waters subject
to that statute;

(b) Section 4233 of the Revised Stat-
utes (33 U.S.C. 301-356) for vessels navi-
gating the waters subject to that stat-
ute;

(c) The Act of February 8, 1895 (28
Stat. 645), as amended (33 U.S.C. 241-
295) for vessels navigating the waters
subject to that statute; or

(d) Sections 3, 4, and 5 of the Act of
April 25, 1940 (54 Stat. 163), as amended
(46 U.S.C. 526b, c, and d) for motorboats
navigating the waters subject to that
statute; shall be exempted from com-
pliance with the technical Annexes to
these Rules as follows:

(1) The installation of lights with
ranges prescribed in Rule 22, until 4
years after the effective date of the In-

Pt. 84

land Navigational Rules Act of 1980
(Pub. L. 96-591), except that vessels of
less than 20 meters in length are per-
manently exempt;

(2) The installation of lights with
color specifications as prescribed in
Annex I to these Rules, until 4 years
after the effective date of the Inland
Navigational Rules Act of 1980 (Pub. L.
96-591), except that vessels of less than
20 meters in length are permanently
exempt;

(3) The repositioning of lights as a re-
sult of conversion to metric units and
rounding off measurement figures, are
permanently exempt; and

(4) The horizontal repositioning of
masthead lights prescribed by Annex I
to these Rules:

(i) On vessels of less than 150 meters
in length, permanent exemption.

(ii) On vessels of 150 meters or more
in length, until 9 years after the effec-
tive date of the Inland Navigational
Rules Act of 1980 (Pub. L. 96-591).

(5) The restructuring or repositioning
of all lights to meet the prescriptions
of Annex I to these, until 9 years after
the effective date of the Inland Naviga-
tional Rules Act of 1980 (Pub. L. 96-591);

(6) Power-driven vessels of 12 meters
or more but less than 20 meters in
length are permanently exempt from
the provisions of Rule 23(a)(1) and
23(a)(4) provided that, in place of these
lights, the vessel exhibits a white light
aft visible all round the horizon; and

(7) The requirements for sound signal
appliances prescribed in Annex III to
these Rules, until 9 years after the ef-
fective date of the Inland Navigational
Rules Act of 1980 (Pub. L. 96-591).
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